
BIMETALLIC STEAM TRAPS AND AIR VENTS
BM90

AVAILABLE 

1/2" to 1"; DN 15 to DN 25.

IS BM90.015 E 00.22

CE MARKING – GROUP 2 (PED – European Directive)

PN 250 Category

1/2" to 1" – DN 15 to 25

BODY LIMITING CONDITIONS

FLANGED 
PN 250 / CLASS 1500 / 
THREADED / SW / BW RELATED

TEMPERATURE
ALLOWABLE
PRESSURE

50 ºC / 450 ºC

138 bar 500 ºC

130 bar 510 ºC

108 bar 525 ºC



MATERIALS

POS. Nº DESIGNATION MATERIAL

1

2 Cover

3

4

4A

5
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6A

6B Nuts

IS BM90.015 E 00.22

FLOW RATE CAPACITY (kg/h)

MODEL SIZE
DIFFERENTIAL PRESSURE (bar)

4 6 8 10 15 20 25 30 40 50 60 70 90 100 130 160

BM90
1/2" to 1" A

DN 15 to 25 A
140 180 190 210 220 225 235 245 250 280 285 295

BM90
1/2" to 1" B

DN 15 to 25 B
890 1100 1300 1450 1800 2000 2200 2500 3000 3200 3500 3900 4100 4500

A: B:

DIMENSIONS (mm)

SIZE
THREADED / SW / BW * PN 250 CLASS 1500

A B C
WEIGHT

(kg)
B C F **

WEIGHT
(kg)

B C F **
WEIGHT

(kg)

1/2" – DN 15 108 112 108 112 230 108 112 230

3/4" – DN 20 108 112 – – – – 108 112 230

   1" – DN 25 108 112 108 112 230 108 112 254 11
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