I Ball Valve 3 pieces
J x Fig. BFB800 CLASS 800 AICG & IICG Type

Carbon Steel & Stainless Steel
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Ball Valve 3 pieces
Fig. BFB800 CLASS 800 AICG & IICG Type

Parts & Materials

. Material
Item Description -
Carbon Steel Stainless Steel
1 |Body ASTMA105 ASTM A182 Gr. F316
2 |End Connector ASTM A105 ASTM A182 Gr. F316
3 |Ball A 479 Tp. 316
4 |Stem A 479 TP316
5 | Seatring TFM-1600+CG
6 |Wrench Z.P. Carbon Steel
7 |Gland nut Z.P. Carbon St. AlSI 316
8 | Disk Spring Carbon Steel AISI 301
10 |Gland AlSI 316
11 |Gland packing Graphite
12 |Stemtrhust seal 25%Graphite
13 |Body connector seal Graphite
13.1 Body connector seal PTFE

14 |Stop pin Stainless Steel
15 | Stud ASTMA 193 B7TM | ASTMA 193 B8M
19 |Antistatic device Stainless Steel
28 |Nut ASTM A 194 2HM | ASTMA 194 Gr8M
72 O’ring FKM (Viton)
89 Identification plate Stainless Steel
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I Ball Valve 3 pieces
J x Fig. BFB800 CLASS 800 AICG & IICG Type

Dimensions

VALVE FACTORY

e ifigg
N x
D A B @D @ e % :
Y4 | 68 59 43 | 95 170 36 8,7 10,7 7 AxXMS 10 95 2,0
3/8"| 68 59 43 | 95 170 36 8,7 10,7 7 AXMS 10
" | 72 59 45 | 15 170 36 8,7 10,7 7 4xM5 10 95 2,0

3/4"| 94 72 59 | 20 215 42 15,7 | 17,7 9,5 AxXMS5 12 105 2,8
1" | 106 @ 72 62 | 25 215 42 15,7 | 17,7 9,5 4xXM5 12 115 3,5
1%,"125,5/ 109 | 89 | 40 245 50 252 | 27,2 9,5 4xM6 16 140 5,6
2" 128 | 114 | 89 | 50 300 50 16,5 18 12 4xM6 18 150 7,0
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I Ball Valve 3 pieces
J x Fig. BFB800 CLASS 800 AICG & IICG Type

VALVE FACTORY General Characteristics, CV & PT Rating

DESIGN STANDARDS
Valves design ASME B16.34
Shell Thickness ASME B16.34
Face to Face Dimensions ASME B16.10
Visual Inspection MSS SP-55
Marking EN 19
TESTS AND CERTIFICATES
Quality Assurance ISO 9001
Fire safe certification ISO 10497:2004
Fugitive Emision ISO 15848-1 2006
Pressure testing API598 EN 12266
0, e 0,
Standard BSP Threaded
Standard NPT Threaded
Option Socket-w elding
Option Buttw elding
Pressure-Temperature
ASTM A 105 ASTM A 182 Gr. F 316
PTFE + C.G. SEATS PTFE + C.G. SEATS
PBar
P Bar
160
140 160 1
120 140 -
120 -
100 \
| 100 -
80 80 -
60 60 -
40 7 40
20 1 20 -+
0 T T T T T T T T T T T 0 - - - - - - - - - - - - -
46 -6 34 74 114 154 194 234 274 314 354 394 46 6 34 74 114 154 194 234 274 314 354 394 434 474

TempeC Temp2C
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